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PRUFTE

PMG Spring Probes

CHNIK

Spring Probe FKS-025
GRID: 0,45 mm - 18 mil
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Technical Data Material
GRID: 045 mm - 18 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 1,0 mm Barrel: Phosphor bronze, gold plated
Maximum stroke: 1,5 mm Spring: Music wire, gold plated
Contact resistance typical: 50-70 mo
Current rating: 034
Spring force at working stroke: 02n

Tip styles for FKS-025

Tip No.: 02 09 12
Specifications:  30°
Tip diameter: @015 @015 @015

Further tip styles on demand.
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PRUFTE

PMG Spring Probes

CHNIK

Receptacle for FKS-025

@042
T
@035
A
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L=700mm
Version: SH-025-K-C-W
Material: Phosphor bronze, gold plated
Mounting hole size: 0,37 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-038

GRID: 0,70 mm/27 mil
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Technical Data Material
GRID: 0,70 mmi27 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 1,2 mm Barrel: Phosphor bronze, gold plated
Maximum stroke: 1,6 mm Spring: Music wire, gold plated or stainless steel
Contact resistance typical: 50-70 mQ
Current rating: 05A
Spring force at working stroke: 02M
Tip styles for FKS-038
Tip No.: 0z 03 05 07 09
Specifications:  30° - 80¢

Tip diameter: ©027 ©027 005 8027 @027

Tip No.: 12

Specifications:

Tip diameter: 0014
@0z

Further tip styles on demand.
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PMG Spring Probes

PRUFTECHNIK

Receptacle for FKS-038
0.6
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g N
Version: SH-038-K-CW
Material: Brass, gold plated
Mouting hole size: 0,55 mm (with receptacle)

Subject to change without notice March 2021 page 5|51



PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-048
GRID: 0,90 mm/35 mil
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Technical Data Material
GRID: 0,90 mm/35 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 1,3 mm Barrel: Phosphor bronze, gold plated
Maximum stroke: 2,0 mm Spring: Music wire gold plated or stainless steel
Contact resistance typical: 50 - 70 mQ
Current rating: 1A
Spring force at working stroke: 045N
Tip styles for FKS-048
Tip No.: 02 09 12 12
Specifications:  30°
Tip diameter: @035 @035 @035 &50,14
Further tip styles on demand.
March 2021 page 6|51
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PMG Spring Probes TIK?

PRUFTECHNIK

Receptacle for FKS-048

1 L=800

Version: SH-048-K-CW
Material: Brass, gold plated
Mounting hole size: 0,63 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-049
GRID: 1,00 mm/40 mil
185
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Technical Data Material
GRID: 1,00 mm/40 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 24 mm Barrel: Phosphor bronze, gold plated
Madimum stroke: 35 mm Spring: Stainless steel gold plated
Contact resistance typical: 50 mQ
Current rating: 2 A
Spring force at working stroke: 012M
056N
085N

Tip styles for FKS-049

Tip No.: 02 09 12 12

Specifications: 30°
Tip diameter: #034 @034 @034 @02

Further tip styles on demand.
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PMG Spring Probes ﬁ

PRUFTECHNIK

Receptacle for FKS-049

@075

?0,65

L=700
Version: SH-049-K-CW
Material: Phosphor bronze, gold plated
Mounting hole size: 0,66 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-068
GRID: 1,27 mm/50 mil
2153
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Technical Data Material
GRID: 1,27 mm/50 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 2 54 mm Barrel: Phosphor bronze, gold plated
Maximum stroke: 573 mm Spring: Music wire, gold plated or stainless steel
Contact resistance typical: 50mQ
Current rating: IA
Spring force at working stroke: 0,56 N
085N
Tip styles for FKS-068
Tip No.: 01 02 03 04 05 06
Specifications: -90° 30° 90°
Tip diameter: @09 @048 @048 @066 @066 @09
@00 @009
Tip No.: o7 08 09 12 12 12
Specifications: -90°
Tip diameter: @048 09 @048 @048 @048 @03
Tip No.: 14 17 17
Specifications: 90° 30°
Tip diameter: @09 @09 048
Further tip styles on demand.
Subject to change without notice March 2021 page 10| 51



PMG Spring Probes M

PRUFTECHNIK
Receptacle for FKS-068
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Version: SH-068-K-CW SH-068-P-C SH-068-P-CW SH-068-K-C SH-068-P-L SH-068-K-L

Material: Brass, gold plated

Mounting hole size: 0,95 mm
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PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-000
GRID: 1.27 mm / 50 mil
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Technical Data Material
GRID: 1,27 mm /50 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 1,78 mm Barrel: Phosphor bronze, gold plated
Maximum stroke: 344 mm Spring: Musicwire gold plated or stainless steel
Contact resistance typical: 50 mo
Current rating: IA
Spring force at working stroke: 028N
0,56 N
0,68 N
113N

Tip styles for FKS-000

o 02 03 04 05 06

Tip No.:

Specifications:  -80° 30° 80°

Tip diameter: B066 G048 D048 D066 @066 S09
@09 o0y @08
@13

Tip No.: 03 @ ! 14 i

Specifications:  -80°
Tip diameter: @048 @09 @048 02 F0H S048
03
@ 0,48
09

Tip No.: 17
Specifications:
Tip diameter: @09

Further tip styles on demand.
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PMG Spring Probes M

PRUFTECHNIK

Receptacle for FKS-000

102

Version: SH-000-P-C SH-000-K-C SH-000-P-L SH-000-K-L
Material: Phosphor bronze or brass gold plated
Mounting hole size: 0,95 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-078

GRID: 1.27 mm /30 mil

£32
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Technical Data Material
GRID: 1,27 mm / 50 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 4.3 mm Barrel: Phosphaor branze, gold plated
Maximum stroke: 6,35 mm Spring: Music wire or stainless steel, gold plated
Contact resistance typical: 20 m0
Current rating: 2-3A
Spring force at working stroke:
1,0 N (at working stroke)
15N
20N
Tip styles for FKS-078
Tip No.: 01 0z 08 09 12 17
Specifications: 80 30
Tip diameter: @05 @05 05 &05 @05 S05
o038 @09
Tip No.: 17 24
Specifications:
Tip diameter: @038 @05
Further tip styles on demand.
Subject to change without notice March 2021
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PMG Spring Probes

PRUFTECHNIK
Receptacle for FKS-078
o
AL
@095
. @075
Version: SH-078-P-CW (1 m AWG30) SH-078-P-L
Material: CubBe, gold plated
Mounting hole size: 0,97 mm (with receptacle)
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PMG Spring Probes ﬁ

PRUFTECHNIK
Spring Probe FKS-100
GRID: 1,91 mm / 75 mil
16,54
4,04

Technical Data Material

GRID: 1,91 mm /75 mil Plunger: BeCu steel, gold or rhodium plated

Working stroke: 2,0 mm Barrel: Brass, gold plated

Maximum stroke: 2,92 mm Spring: Music wire, gold plated

Contact resistance typical: 50 mQ

Current rating: IA

Spring force at working stroke: 113N

Tip styles for FKS-100

01 0z 03 04 05 06

Tip No.:
Specifications: -90°  30°/60° 90°
Tip diameter: @127 @067 @067 F102 @127 @15
J15 Z127 D15
@15
Tip No.: o7 08 ! ! ! 12
Specifications:  -90°
Tip diameter: @067 D127 @067 @15 @067 D03
@15
Tip No.: 14 17

Specifications: 90°
Tip diameter: @127 @127
@150 @150

Further tip styles on demand.
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PMG Spring Probes
PRUFTECHNIK

Receptacle for FKS-100

7.1

Version: SH-100-P-C SH-100-K-C SH-100-P-L SH-100-K-L

Material: Phosphor bronze or brass gold plated

Mounting hole size: 1,35 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK
Spring Probe FKS-101
GRID: 1,91 mm / 75 mil
6,03 21,8
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Technical Data Material
GRID: 1,81 mm/ 75 mil Plunger: BeCu or stainless steel, gold plated
Working stroke: 254 mm Barrel: Brass, gold plated
Maximum stroke: 4.0 mm Spring: Musicwire, gold plated
Contact resistance typical: 50 mQ
Current rating: JA
Spring force at working stroke: 113N

Tip styles for FKS-101

01 o2 03

Tip No.: 04 05 06
Specifications: -80° a0* 90"
Tipdiameter: ©067 0O0E7 @067 @102 @15 915
15
Tip No.: a7 o8 E ! ! 12
Specifications: -50°
'ﬁpdiame{en @067 6127 @087 903 @087 @15
@15
Tip No.: 14 17
Specifications: 907
Tipdiameter: @127 0127
g15 @815

Further tip styles on demand.

Subject to change without notice
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PMG Spring Probes

PRUFTECHNIK
Receptacle for FKS-101
g6
=,
= | uh
=
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A
@12
SH-101-P-C SH-101-K-P-C SH-101-P-L SH-101-K-L SH-101-P-W SH-101-K-W
Material: Phosphor bronze or brass gold plated
Mounting hole size: 1,35 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK
Spring Probe FKS-102
GRID: 1,91 mm / 75 mil
Technical Data Material
GRID: 1,91 mm / 75 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 4.3 mm Barrel: Bronze, gold plated
Maximum stroke: 6.4 mm Spring: Music wire, gold plated
Contact resistance typical: 20 m
Current rating: IA
Spring force at working stroke: 1.0N
1.5 M
20N

Tip styles for FKS-102

Tip No.: 01 0z
Specifications: -90° 30°
Tip diameter: F13 @064
Tip No.:

08 09
Specifications:

Tip diameter: @13 @064

Tip No.: 17 24

Specifications: 30°
Tip diameter: F13 @064

Further tip styles on demand.

"

90°
13 @13 @064 @064
2

1 12 12 14

90°
13 @064 @03 @12
@05

07 08
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PMG Spring Probes
PRUFTECHNIK

Receptacle for FKS-102

Ll

SH-102-P-C SH-102-P-L

Version: SH-102-P-W

Material: Brass gold plated
Mounting hole size: 1,35 mm (with receptacle)
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PMG Spring Probes ﬁ

PRUFTECHNIK
Spring Probe FKS-200
GRID: 2,54 mm / 100 mil
Technical Data Material
GRID: 2,54 mm /100 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 2,54 mm Barrel: Brass, gold plated
Maximum stroke: 4.0 mm Spring: Music wire, gold plated
Contact resistance typical: 50 mQ
Current rating: IA
Spring force at working stroke: 1.0M
20N
258N

Tip styles for FKS-200

01 0z 03 04 05

Tip No.: 06
Specifications:  -90° 30° 90
Tip diameter: @18 @105 105 @127 @16 S19
@152 @19 @19
@254 @254
@35 @35
@396 @396
Tip No.: o7 08 08 12 14 17

Specifications:
Tip diameter: @105 @16 @105 @16 G186 16

@18 @18 @19 @19
@19 @ 254
@ 2,54 @ 3,0
o35 @35
o 3,96 & 3,96

Tip No.: 18

Specifications:

Tip diameter: @18
@19

Further tip styles on demand.
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PMG Spring Probes ﬁ

PRUFTECHNIK

Receptacle for FKS-200

I I
Version: SH-200-P-W SH-200-P-C SH-200-P-L
Material: Phosphor bronze or brass, gold plated
Mounting hole size: 1,75 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-251

GRID: 2,54 mm /100 mil

2|
L=
i -
200 25,00
Technical Data Material
GRID: 2,54 mm /100 mil Plunger: BeCu, gold or rhadium plated
Working stroke: 4,32 mm Barrel: Brass, gold plated
Maximum stroke: 6,35 mm Spring: Music wire, gold plated
Contact resistance typical: 20 mQ
Current rating: 3 A (5-8 A on demand)
Spring force at working stroke: 10N
1.8 N
20N
25N
30N

Tip styles for FKS-251

01 o2

o3 04 05 g

Tip No.:
Specifications:  -90° 20 <13
Tip diameter: ©105 105 ©1058 ©15 @15 @15
156 218 @19
19 254 @254
@35 @35
@358 2398
Tip No.: o7 08 09 12 ! !
Specifications:
Tip diameter: ©105 ®15 ©105 ©137 @03 ©105
@20 @15 BS05
254 @20 208
@35
@ 3,96
Tip No.: 14 15 T 18 20 23 Tip No.: 24
Specifications:  50° Specifications:
Tipdiamete: @17 2127 215 @15 2084 B05 Tip diameter: 0.8
15 @19 S20
B 2,54
@40
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PMG Spring Probes M

PRUFTECHNIK
Receptacle for FKS-251
e
@ 1ed
-
‘ 2143
Version: SH-250-P-W SH-IE0-P-C SH-2E0-P-L
Material: Mickel silver, gold plated
Mounting hole size: 1,70 mm (with receptacle)
March 2021 page 25|51
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PMG Spring Probes

PRUFTECHNIK
Spring Probe FKS-262
GRID: 2,54 mm /100 mil
LY
137
[l i
=—_ 1 I
)
151
Technical Data Material
GRID: 254 mm /100 mil Plunger: BeCu, gold plated
Working stroke: 93mm Barrel: Mickel silver or bronze, gold plated
Maximum stroke: 11,7 mm Spring: Music wire, gold plated
Contact resistance typical: 30 maO
Current rating: B-BA
Spring force at working stroke: 15N
20N
30N
Tip styles for FKS-262

Tip No.: 01 02 03 04 08 i)
Specifications:  -50° 30°
Tipdiameter: @130 205 2050 102 @130 ©075

@127 @150

@ 1,52
Tip No.: 12 12 18 17 24
Specifications:
Tipdiamete: ©1230 205 2130 215 2050

@ 1.50 @140 @250
Further tip styles on demand
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PMG Spring Probes
PRUFTECHNIK
Receptacle for FKS-262
ol -
| ;s gLy
3 s -
il @ 181
i e
ﬁ?nj 4 ?S;;i
Version: SH-250-P-W SH-250-P-C SH-250-P-L
Material: Mickel silver, gold plated

Mounting hole size: 1,70 mm (with receptacle)
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PMG Spring Probes ﬁ

PRUFTECHNIK
Spring Probe FKS-264
GRID: 2,54 mm ¢ 100 mil
37

Technical Data Material

GRID; 2,54 mm /100 mil Plunger:

Working stroke: 1,25 mm BeCu, rhodium (gold plated upon demand)

Maximum stroke: 1,5 mm Barrel: Brass, gold plated

Contact resistance typical: 35 mQ Spring: Music wire, gold plated

Current rating: IA

Spring force at working stroke: 11N

Tip styles for FKS-264

Tip No.: 01 04 05 08 08 08

Specifications: -27
Tip diameter: @13 @13 @15 @13 @15 D102
@ 1,8

Tip No.: 17 17 17 17 17

Specifications: 100° 1200 1200 1407 14pe
Tip diameter: ©15 ©19 @25 @323 @296

Further tip styles on demand.
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PMG Spring Probes ﬁ

PRUFTECHNIK

Receptacle for FKS-264

12

| W P st
oss
Version: SH-264-P-W SH-264-K-W SH284PL SH-284-K-L
W = Length of Wire-\Wrap post
Material: Nickel silver, gold plated
Mounting hole size: 1,70 bis 1,75 mm {with receptacle)

SH-264-K-W3 with collar, length of post 3 mm

SH-264-K-WT with collar, length of post 7 mm

SH-264-K-W9 with collar, length of post 9 mm

SH-264-P-\W3 with press ring, length of post 3 mm

Version:

SH-264-P-WT with press ring, length of post 7 mm

SH-264-P-\W9 with press ring, length of post 9 mm

SH-264-P-L with press ring, solder cup

SH-264-K-L with collar, solder cup
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PMG Spring Probes

PRUFTECHNIK

Spring Probe FKS-410

GRID: 2,54 mm / 100 mil

318 bes E-Mall 02

| 28 ) E-Mali

I g §

Technical Data Material

GRID:

254 mm /100 mil Plunger:

BeCu or steel, gold plated

Working stroke:

8,0 mm Barrel:

Brass, gold plated

Maximum stroke:

98 mm Spring:

Musicwire, gold plated

Contact resistance typical: 20 m

Current rating:

58 A

Spring force at working stroke: 15N

30N
50N

Mounting height:

Mounting height|Total length

14,8 mm/ 37,8 mm (E-Rate: 02)
15,8 mm/ 37,8 mm (E-Rate: 03)
17,8 mm/ 40,2 mm (E-Rate: 05)
19,8 mm /41,8 mm (E-Rate: 07)
228 mm /44,8 mm (E-Rate: 10)

Tip styles for FKS-410

Tip No.:
Specifications:
Tip diameter:

Tip No.:
Specifications:
Tip diameter:

a1 0z 04 05 E] a9

-90F 3p® 20°
218 &10 220 220 @12 212
220 220

12 13 14 15 17 24

13 ©075 @13 &156 13 ©13
@18 @&102 @175 &20 @20
@20

Further tip styles on demand.
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PMG Spring Probes M

PRUFTECHNIK

Receptacle for FKS-410

Magliche Hilsen Array

o
. -
@8
. — . .
Version: SH-320-F-L SH-320-K-L SH-320-K-W SH-320-F-W
Material: Mickel silver, gold plated
Mounting hole size: 2.0 mm (with receptacle)
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PMG Spring Probes ﬁ

PRUFTECHNIK

Springe Probe FKS-420

GRID: 2,54 mm / 100 mil

38 4

n e i-Haﬁ_I
L
s {:_«:'| &

Technical Data Material
GRID: 2,54 mm /100 mil Plunger: BeCu, gold plated
Working stroke: 6.4 mm Barrel: Brass, gold plated
Maximum stroke: 8.0 mm Spring: Music wire, gold plated
Contact resistance typical: 20 mQ
Current rating: 5-8 A
Spring force at working stroke: 15N

30N

50N
Mounting height: 16,0 mm (E-rate: 05)

16,0 mm (E-rate: 08}
Tip styles for FKS-420

04 05 08 09

Tip No.: 01 02
Specifications: -90°  30° a0°
Tip diameter: @20 @13 ©13 P20 @13 @07
@16 213
@20
Tip No.: ! é ! ! ﬁ !
Specifications: vierseitig
Tip diameter: @06 @08 @13 ©13 @13 G038
213 @175 @14 @20 ©13
@20 @20 @20

Further tip styles on demand.

Subject to change without notice March 2021 page 32|51



PMG Spring Probes ﬁ

PRUFTECHNIK

Receptacle for FKS-420

@12

%
Version: SH-320-P-L SH-320-K-L SH-320-K-W SH-320-P-W
Material: Nickel silver, gold plated
Mounting hole size: 2.0 mm {with receptacle)
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PMG Spring Probes

PRUFTECHNIK
Spring Probe FKS-430
GRID: 2,54 mm / 100 mil
b 3 be E-™ald 02 o
L -] a4 g E-Ma
P ' ! 1
]
a € &
Technical Data Material
GRID: 2,54 mm / 100 mil Plunger: BeCu, gold plated
Working stroke: 4 0 mm Barrel: Brass, gold plated
Maximum stroke: 50mm Spring: Music wire, gold plated
Contact resistance typical: 20 mQ
Current rating: 58 A
Spring force at working stroke: 15N
20N
225N
30N
50N
Mounting height: 10,0 mm (E-rate: 02)
11,0 mm (E-rate: 03)
12,0 mm (E-rate: 04)
13,0 mm (E-rate: 05)
14,0 mm (E-rate: 06)
15,0 mm (E-rate: 07)
18,0 mm (E-rate: 10)
Tip styles for FKS-430
Tip No.: o1 0z 04 05 os 09
Specifications: -20°  20° a0°
Tipdiameter: @1% @06 @14 220 214 207
@20 208 @15 @15
@25 @10 &18 1.8
@35 @132 @20 2,0
@25
&35
Tip No.: 12 13 14 15 17 24
Specifications:
Tipdiameter: 212 @07 212 212 &12 212
18 @08 @175 @15 ©15
@20 @20 ©18
2,0
@25
Further tip styles on demand.
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PMG Spring Probes ﬁ

PRUFTECHNIK

Receptacle for FKS-430

@12

wl
oost

Version: SH-320-P-L SH-320-K-L SH-320-K-W SH-320-P-W

Material: Nickel silver, gold plated

Mounting hole size: 2,0 mm (with receptacle)
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PMG Spring Probes

PRUFTECHNIK
Spring Probe FKS-300
GRID: 3,18 mm / 125 mil
33,28 |
8,38 ‘
I {
m '
s :—|
a
Technical Data Material
GRID: 3,18 mm /125 mil Plunger: BeCu, gold plated
Working stroke: 4,32 mm Barrel: Bronze, gold plated
Maximum stroke: 6,35 mm Spring: Music wire, gold plated
Contact resistance typical: 30 mQ
Current rating: SA
Spring force at working stroke: 113N
1,98 N
255N
285N
Tip styles for FKS-300
Tip No.: 01 02 03 04 05 06
Specifications: -90° a0° 90°
Tip diameter: @254 @173 @173 @254 @254 1.9
@ 2,54
Tip No.: 08 08 08 09 12
Specifications:
Tip diameter: @173 @254 @05 @173 B173 ©254
Tip No.: 12 12 14 17 17 18
Specifications:
Tip diameter: @03 @173 @254 @254 @173 @254
@05
Further tip styles on demand.
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PMG Spring Probes

PRUFTECHNIK
Receptacle for FKS-300
[_‘62.]6
..‘:..!..
s
:}1.11..'
Version: SH-300-P-W SH-300-P-C SH-300-P-L
Material: Bronze, gold plated
Mounting hole size: 2,40 mm (with receptacle)
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PMG Spring Probes

ECHNIK

Spring Probe FKS-440
GRID: 4,0 mm / 160 mil
213
) B3 ]
Technical Data Material
GRID: 4,0 mm /160 mil Plunger: BeCu, gold or rhodium plated
Working stroke: 4,0 mm Barrel: Brass, gold plated
Maximum stroke: 53 mm Spring: Music wire, gold plated
Contact resistance typical: 30 mO
Current rating: 58A
Spring force at working stroke: 15N
225N
30N
50M
High current test probe version (on demand)
Tip styles for FKS-440
Tip No.: 01 02 04 06 08 14
Specifications: -90°  30°
Tip diameter: @23 @18 @23 P14 @16 @23
@30 @30 @18 @23 @30
@40 @23 @30
@30 @40
@40 @80
Tip No.: 17
Specifications:
Tip diameter: @30
@42
Further tip styles on demand.
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PMG Spring Probes ﬁ

PRUFTECHNIK

Receptacle for FKS-440

Version: SH-440-K-L SH-440-K-W SH-440
Material: Brass, gold plated
Mounting hole size: 2.98 - 2,99 mm (with receptacle) 2,65 (without receptacle)
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PMG Spring Probes

PRUFTECHNIK
GRID: = 4,75 mm
:
2|
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; !
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s g e e o
Technical Data Material
GRID: =4 75 mm Plunger: BeCu, vergoldet
Working stroke: 4 25 mm Barrel: Messing, vergoldet
Maximum stroke: 6,35 mm Spring: Federstahl, vergoldet
Contact resistance typical: =50 m0
Current rating: 10 A
Spring force at working stroke: 40N
Tip styles for FKS-500 series
Tip No.: 01 02 04 08 08 14
Specifications:
Tipdiameter: 23228 2272 2279 2279 2298 @20
@296 @398 @279
Tip No.: 17
Specifications:
Tip diameter: @236
Further tip styles on demand.
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PMG Spring Probes

PRUFTECHNIK

Receptacle for FKS-500 series

R T
§| 7.62
L |
L
33,53
4 B
Version: SH-500-P-C

Material:

Mounting hole size:

Subject to change without notice
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|

33,53 |&

| 18

R
SH-500-P-L

Brass gold plated

3,6 mm (with receptacle)
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PRUFTECHNIK

Spring Probe FKS-600

GRID: 4,0 mm / 160 mil

Technical Data Material
GRID: 4.0 mm /160 mil Plunger: Steel or Brass, gold plated
Working stroke: 4,8 mm Barrel: Brass, gold plated
Maximum stroke: 6,0 mm Spring: Music wire, gold plated
Contact resistance typical: 30 mQ
Current rating: 5-8 A
Spring force at working stroke: 08N
19N
30N
50N
Tip styles for FKS-600
Tip No.: 01 02 04 06 0a 12
Specifications: -%0°  30°
Tip diameter: @23 @18 @23 @23 P23 B23
@4.0 40 240 @40 @240
@65 @65
@90
Further tip styles on demand.
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PRUFTECHNIK

Receptacle for FKS-600

Version: SH-602

Material:

Mounting hole size:

Version:
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r{%

mogliche

@35

SH-602-K-L

Brass, gold plated

3,48 - 3,49 mm (with receptacle)

3,0 mm (without receptacle)

Mounting height is adjustable by spacer

SH-600-K-L

SH-600-K2-L collar height K=2,00 mm

SH-600-K3-L collar height K=3,00 mm

SH-600-K5-L collar height K=5,00 mm
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PRUFTECHNIK

Spring Probe FKS-600W

GRID: 4,00 mm / 160 mil

Technical Data Material
GRID: 4,00 mm /160 mil Plunger: Steel or Brass, gold plated
Woerking stroke: 4.8 mm Barrel: Brass, gold plated
Maximum stroke: 6.0 mm Spring: Music wire, gold plated
Contact resistance typical: 30 mQ
Current rating: 5-8 A
Spring force at working stroke: 0.8N
1.9N
3.0N
50N
Tip styles for FKS-600W
Tip No.: 01 02 04 06 08 12
Specifications: -90°  30°
Tip diameter: @23 @18 @23 @23 B23 @23
@40 @40 @40 240 @40
@65 P65
2 9.0
Further tip styles on demand.
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PRUFTECHNIK

Receptacle for FKS-600W

SH-E02
Material: Brass, gold plated
Mounting hole size: 3,48 - 3.49 mm (with receptacle)

3.0 mm (without receptacle)
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PRUFTECHNIK

PMG Spring Probes ﬁ

Spring Probe FKS-602

GRID: 4,00 mm / 160 mil

38

Technical Data Material
GRID: 400 mm /160 mil Plunger: BeCu, gold plated
Working stroke: 5.6 mm Barrel: Brass, gold plated
Maximum stroke: 7.0 mm Spring: Music wire, go-ld plated
Contact resistance typical: 10 mQ (am Kolben)
30 mQ (an Hilse)
Current rating: 12-15 A (am Kolben)
5-8 A (an Hiilse)

Spring force at working stroke: 1.5N

30N

50N

Tip styles for FKS-602

Tip No.: 01 02 08

Specifications: -90°  30°

Tip diameter: @40 ©18 018 040
@30
@40

12

Further tip styles on demand.
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PRUFTECHNIK

Receptacle for FKS-602

s . o mogliche

Distant-inge Distanzringe
. L#8
D +-
Lo
| J+T4
il '
|
P35
Version: SH-602 SH-602-K-L
Material: Brass, gold plated
Mounting hole size: 3,48 - 3,49 mm (with receptacle)

3,0 mm (without receptacle)
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PRUFTECHNIK

Spring Probe FKS-400

GRID: 3,96 mm/ 156 mil

3328

Technical Data Material
GRID: 3,96 mm / 156 mil Plunger: BeCu, gold plated
Working stroke: 4,32 mm Barrel: Bronze, gold plated
Maximum stroke: 6,32 mm Spring: Music wire, gold plated
Contact resistance typical: 20 mQ
Current rating: A
Spring force at working stroke: 113N

1,98 N

255N

285N

Tip styles for FKS-400
Tip No.: 01 02 03 04 05 06
Specifications: -90° 30° 90°
Tip diameter: @39 @19 @198 @229 @39 @35
23,96

Tip No.: o7 08

08 09 12 12
Specifications: -90°

Tip diameter: @198 @254 @19 ©19 ©39% @198

@ 3.96
Tip No.: 14 17 i 18 24
Specifications: dreiseitig

Tip diameter: 239 ©39 @198 @39 @1,98(30°)

Further tip styles on demand.
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PRUFTECHNIK

Receptacle for FKS-400

[orE3d

T

Version: SH-400-P-W SH-400-P-C  SH-400-P-L
Material: Bronze, gold plated
Mounting hole size: 2,75 mm (with receptacle)
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PRUFTECHNIK
Spring Probe FKS-714G
GRID: 8,0 mm / metrical
Technical Data Material
GRID: 8,0 mm / metrical Plunger: BeCu, nickel plated
Working stroke: 15.0 mm Barrel: Brass, nickel plated
Maximum stroke: 17.0 mm Spring: Music wire
Contact resistance typical: 24 mO
Current rating: 3-5A
Spring force at working stroke: 50N
Tip styles for FKS-714G
- .-ga
Tip No.: 2G 5"A"G
Specifications: Material: plastic Material: brass nickel plated
Tip diameter: BT7.0
For "A" please indicate the diameter requested!
g2,0
@25
83,0
@332
935
840
Tip No.: sUG
Specifications: Material: stainless steel
Tip diameter: #6,0
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